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OSVEDCENIi O ZKOUSCE
CERTIFICATE OF TEST

Cso  0-B-02774-19

Vyrobce - Manufacturer HS Flamingo s. r. o.
tfida Osvobozeni 65
550 01 Broumov - Velka Ves
Ceska republika — Czech Republic

IC/Company ID No.: 27488683
Vyrobek - Product Krbova kamna na dfevo - Fireplace stove for wood
Typové oznaceni - Type designation Island
Typova fada - Type range -

PoZadavky na ekodesign - Ecodesign requirements Nafizeni Komise (EU) ¢. 2015/1185, priloha II, &. 1, 2
Commission Regulation (EU) No. 2015/1185, Annex I,

Art. 1, 2

Metoda zkousek - Test method CSN EN 13240:2002/A2:2005
Zpusob topeni - Heating method ruéni — manually

Preferované palivo - Preferred fuel dfevo — wood
Vysledky - Results
Typ - Type island
Jmenovity tepeiny vykon - Nominal heat output 9.0
(Prom) i :
CO (13% 03) mg/m,’ 970
OGC (13% 0,) mg/m;’ 40
PM (13% O) mg/m;° 29
NOx (13% O5) mg/m,” 103
Uzite¢na ucinnost - Useful efficiency (N i nom) % 80.2
P:ljiﬂl;‘lélni tepeiny vykon - Minimum heat output KW NA
CO (13% 02) mg/m,’ NA
OGC (13% O;) mg/m,° NA
PM (13% O;) mg/m,’ NA
NOx (13% O;) mg/m,’ NA
Uzitecna ucinnost - Useful efficiency (n i min) % NA
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Spotfeba pomocné elektrické energie - Auxiliary electricity consumption

Typ - Type Island
PFi jmenovitém tepelném vykonu - At nominal heat output (elmax) kW NA
Pfi minimainim tepelném vykonu - At minimum heat output (lmin) kW NA
V pohotovostnim rezimu - In standby mode (elso) kW NA
Pfikon trvale hoficiho zapalovaciho hofaku

Permanent pilot flame power requirement (Poict) KW i
Typ - Type island

Sezonni energeticka u¢innost vytapéni v aktivnim rezimu

Seasonal space heating energy efficiency in active mode (sen) % 805
koreké&ni faktor - correction factor F2 % 0
korekéni faktor - correction factor F3 % 0
korekéni faktor - correction factor F4 % 0
korekéni faktor - correction factor F5 % 0
Sezonni energeticka uéinnost vytapéni (Ne) % 70.2

Seasonal space heating energy efficiency

Protokol €. - Report No.
30-12834-T a protokoly navazujici - and follow-up reports,
Podkiad pro vydani osvédéeni - vydané Zkusebni laboratofi €. 1045.1, akreditovanou CIA o.p.s., &islo
Basis for Certificate issue osvédéeni o akreditaci 491/2018 a Notifikovana osoba 1015
- issued by Testing Laboratory No. 1045.1, accredited by CAl,
Accreditation Certificate No. 491/2018 and Notified Body 10156

Strojirensky zkuebni ustav, s.p. timto osvédcenim o zkousce potvrzuje, Ze u pfedmétného vyrobku proved|
zkousdky a vypolty s vyse uvedenymi vysledky, které jsou ve shodé s pozadavky vy$e uvedenych predpisQ.

The Engineering Test Institute certifies by this Certificate of Test to have conducted for the given product the test
and calculation with above stated results, which comply with the requirements of the above regulations.

Brno, 2019-10-29

Holomek
vedouci zkugebny tepelnych a ekologickych zafizeni
Head of Heat and Ecological Equipment Test Station
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